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M8x16 BHCS
8 total
(Titan 55-65 only)

Pan Head Timber Screws
QTY: 8

M8 Nyloc Nut
12 total
(4 total for Titan
42-50)

Screw hole
Foot

Position the Titan on the base of 1.
the cabinet or floor in the 
required position
Secure to the base using 4 pan 2.
head timber screws through each 
Foot

M5 Nyloc Nut
16 total
(Titan 55-65 only)

Screen Hanging Rails
QTY: 2

75
 m

ax

the Left and Right Leg using 16 off M5 

Right Leg

Secure the Cross Rails to the Brace Panels 
Nyloc nuts

3.

with 8 off M8x16 BHCS and M8 Nyloc Nuts.

For all Titan series
Secure the Cross Rails to the Left and 

Cross Rail

QTY: 2

the Titan 55-65)
(Only included in

Right Legs using 4 off M8 Nyloc Nuts

2.

Left Leg Brace Panel

QTY: 2

For Titan 55-65 only
Secure the 2 Brace Panels to the Studs on 1.

Secure the Hanging Rails to the 1.
screen a maximum of 75mm from 
the bottom
Hang the Hanging Rails and screen 2.
onto the Titan and secure using 2 off 
M5x40 Pan Head Philips screws
Adjust the Guide so that it sits 3.
parallel with the top of the screen
If the screen is sitting too low, adjust 4.
the location of the Hanging Rails on 
the screen
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NOTE: Titan 42-50 Pictured. 

3
Lid Holder

Attach Lid 
Holders to the 
Titan legs at 
the desired 
height for your 
lid/shroud.

Line up Slots on 
Lid Holder with 
tapped holes on 
legs.

Use M4x12 
Panhead Philips 
Screws Provided

www.ultraliftaustralia.com.au
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Lid Holders Attached

Shroud/Lid can be 
attached to the 
rear and top of the 
'Lid Holder' using 
the holes provided

Holder'
way for 'Lid 

Guide Rail

Remove Guide 
Rails to make 

Leg

Two 6.5mm  Holes

Five 5.3mm  HolesLid Holder



Before First 
Use 

On the hand 
controller, press 
down until the lift is 
completely in the 
down position. Then 
hold down for 6 
seconds. The lift 
should move up and 
down slightly. The 
system is now 
initialised. 

 

Phoenix / Titan Lift cabling instructions 
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Connect to 
mains power 

Control Box 

Connect to motor 

Place infrared eye 
in a position with 
line of sight to the 
IR remote 

Plug motor cable into port 
1. (If multiple motors are 
being used then use the 
other ports as well) 

Hand controller 

 

Up Down 

IMPORTANT! 
The lift should not be 
run up and down more 
than 4 times without a 
10 minute break. 
Overheating will 
damage the Control 
Box. 

To set travel 
limits 

Using the hand 
controller, press the 
�up� button. When 
the lift is at the 
desired height press 
the �down� button 
to stop it. Then use 
the remote to raise 
and lower the lift. 
The lift will only 
move to the point 
set by the hand 
controller. 
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